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Technisches Datenblatt 
S7 Erweiterungsmodul - Tastenfeld mit 4 Tasten 
 
CHPB-04/S7.1.00 (Weiß)  

CHPB-04/S7.1.01 (Schwarz) 

 
    

     

EIGENSCHAFTEN 

4 Tasten mit Unterscheidung zwischen kurzem und langem Tastendruck 

Mehrfarbige LED-Anzeigen mit automatischer Helligkeitsanpassung sowie 

individueller Konfiguration für Tag- und Nachtmodus 

Die Tasten können über das KNX Smart Touch S7 individuell für parametrierte 

KNX-Funktionen konfiguriert werden. KNX-Funktionen wie Schalten, Dimmen, 

Farbtemperatur, Farbsteuerung (RGB, RGBW, RGBCW), Beschattung, Szenen, 

Audiosteuerung, Raumtemperatursteuerung, Klimaanlagensteuerung, 

Lüftungssystemsteuerung werden unterstützt 

Systemfunktionen können individuell konfiguriert werden, z.B. (“Zurück zur 

Startseite”, “Zugriff auf Funktionsseiten”, …)   

Ambientebeleuchtung mit individueller Einstellung von Helligkeit und Farbe 

 

TECHNISCHE DATEN 

 

ABMESSUNGEN 

 

 

Modell Maße Gewicht 

CHPB-04/S7.1.00  
CHPB-04/S7.1.01 

86 x 45 x 11.8 mm 160 g 

 

 

 

BESCHREIBUNG 

 

①-④ Tasten 1-4 ⑥ Steckerverbindung zum S7 

⑤ Ambientebeleuchtung ⑦-⑩ Schraubgewinde 

 

Hinweis: Die Panel-Basis muss mit einem Tastenmodul der Serien CHKA-04/S7.1.1x, 

CHKA-04/S7.1.2x oder CHKA-04/S7.2.2x kombiniert werden. Erst zusammen bilden 

die Komponenten eine vollständige Paneleinheit. 

 

INSTALLATION 

 

 

1. Platzieren Sie die Tasten auf dem Tastenfeld und richten Sie die Einrastklemmen an 

den entsprechenden Aussparungen des Basisteils aus. Drücken Sie die Tasten nach 

unten, bis die Einrastklemmen vollständig eingerastet sind. Die Installation der Tasten 

ist damit abgeschlossen (siehe Abb. 1, Abb. 2 und Abb. 3). 

2. Entfernen Sie die vier Schrauben, mit denen die Metallblende am KNX Smart Touch S7 

befestigt ist, und bewahren Sie diese für die spätere Montage auf. Entfernen Sie 

anschließend die Metallblende sowie die Schutzabdeckung (siehe Abb. 4). 

3. Verbinden Sie den 6-poligen Anschluss des S7-Erweiterungsmoduls mit dem 

Anschlussblock des KNX Smart Touch S7 und befestigen Sie das Modul mit den zuvor 

entfernten Schrauben (siehe Abb. 5). Damit ist die Installation des S7-

Erweiterungsmoduls am KNX Smart Touch S7 abgeschlossen (siehe Abb. 6). 

 

WICHTIGE HINWEISE 

Die Installation und Inbetriebnahme des Gerätes darf nur von Elektrofachkräften 

durchgeführt werden. Bei der Planung und Durchführung der elektrischen 

Installation sind die einschlägigen Normen, Richtlinien, Vorschriften und 

Anweisungen zu beachten. 

• Schützen Sie das Gerät bei Transport, Lagerung und Betrieb vor Feuchtigkeit, 

Schmutz und Beschädigung! 

• Betrieben Sie das Gerät nicht außerhalb der angegebenen technischen Daten (z.B. 

Temperaturbereich)! 

Verschmutzungen sollten mit einem trockenen Tuch gereinigt werden. Wenn dies 

nicht ausreicht, kann ein leicht mit Seifenlösung befeuchtetes Tuch verwendet 

werden. Auf keinen Fall ätzende oder Lösungsmittel verwenden! 

 

 

Spannungsversorgung 

(über KNX Smart  

Touch S7) 

Spannung 
21-30 V DC,  
5 V DC (Screen Interface)  

Strom 
< 205 mA / 24 V DC 

< 199 mA / 30 V DC 

Leistung < 6 W 

Anschlüsse 6 Pin-Anschluss 
Für Versorgungsspannung und  

Kommunikation 

Temperatur 

In Betrieb –5 °C ... +45 °C 

Lagerung –25 °C ... +55 °C 

Transport –25 °C ... +70 °C 

Umgebung Feuchtigkeit < 93 %, nicht tauend 

Montage Installation mit KNX Smart Touch S7 
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Technical Sheet 
Extension Sub Panel, 4 buttons 
 
CHPB-04/S7.1.00 (White)  

CHPB-04/S7.1.01 (Black) 

 
    

     

CHARACTERISTICS 

Support short and long operation. 

Support color LED indication function and automatically adjust the brightness 

according to the day/night mode 

Button can be customized as product control functions through the KNX Smart 

Touch S7, with optional installation functions including switch, dimming, color 

temperature, color control (RGB, RGBW, RGBCW), curtain, scene, audio control, 

room temperature control, air conditioner, and ventilation system control. 

Button can be customized as system control functions through the KNX Smart 

Touch S7, with optional system functions including returning to the homepage 

and access to the function page 

Support color ambient-light display and configuration of ambient-light color and 

brightness 

 

PARAMETERS 

 

DIMENSIONS 

 

 

Model Dimension Weight 

CHPB-04/S7.1.00  
CHPB-04/S7.1.01 

86 × 45 × 11.8 mm 0.1 kg 

 

 

DESCRIPTIONS 

 

①-④ Button 1–4 ⑥ Connection to screen 

⑤ Ambient lighting ⑦-⑩ Screw holes 

 
Note: The panel base should be assembled with the button (CHKA-04/S7.1.1x, CHKA-

04/S7.1.2x, CHKA-04/S7.2.2x) as a complete panel unit. 

 
INSTALLATION FIGURE 

 

 

1. First, remove the panel base and buttons and identify their directions. Align the button 

catches with the slots in the panel base. Next, press down on the buttons until the 

button catches are completely snapped into the panel base. Button installation is 

complete. See Fig. 1, Fig. 2, and Fig. 3. 

2. Remove the four screws that fix the metal decorative strips on the KNX Smart Touch 

S7 and retain the screws. Then remove the decorative strip and protective cover. See 

Fig. 4. 

3. Assemble the 6-pin terminal of the S7 Extension Sub Panel with the connector block 

of the KNX Smart Touch S7 and secure it with screws. The installation of the S7 

Extension Sub Panel and KNX Smart Touch S7 is complete. See Fig. 5 and Fig. 6. 

 

IMPORTANT INFORMATION 
Installation and commissioning of the device may only be carried out by trained 

electricians. The relevant standards, directives, regulations, and instructions must be 

observed when planning and implementing the electrical installation. 

• Protect the device against moisture, dirt, and damage during transport, storage, and 

operation. 

• Do not operate the device outside the specified technical data (e.g. temperature range). 

Should the device become soiled, it may be cleaned with a dry cloth. If this does not 

suffice, a cloth lightly moistened with soap solution may be used. On no account should 

caustic agents or solvents be used. 

 

 

Power supply 

(with KNX Smart Touch 

S7) 

Voltage 
21-30 V DC,  
5 V DC (screen Interface)  

Current 
< 205 mA / 24 V DC 

< 199 mA / 30 V DC 

Consumption < 6 W 

Connection 6-pin terminal 

Support power supply, 

USB communication, 

serial communication 

Temperature 

In Betrieb –5 °C ... +45 °C 

Lagerung –25 °C ... +55 °C 

Transport –25 °C ... +70 °C 

Environment Humidity < 93 %, non-condensing 

Installation Installation with KNX Smart Touch S7 
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